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DIMENSIONS SHOWN ARE NOMINAL.

OUTSIDE IN
COMPRESSION

INSIDE IN
COMPRESSION

GAUGE WEIGHT
(#/FT?) [ S
(INAFT) | (IN3FT)
26 933 0.04327

1.128 005614

1. SECTION PROPERTIES HAVE BEEN CALCULATED IN ACCORDANCE WITH THE 1986 AISI COLD-FORMED
SPECIFICATION WITH 1989 ADDENDUM.

. STEEL THICKNESS WAS USED IN DETERMINING SECTION PROPERTIES. COATED THICKNESS INCLUDES
GALVANIZED OR ZINC-ALUMINUM COATING.

ALLOWABLE LOAD (PSF) FOR NOMINAL PURLIN SPACING
PURLIN SPACING

1. TOP VALUES ARE BASED ON STRESS. UPLIFT VALUES INCLUDE 1/3 INCREASE FOR WIND,
. BOTTOM VALUES ARE BASED ON DEFLECTION OF L/150 FOR GRAVITY AND L/120 FOR UPLIFT.

. STANDARD FASTENER UPLIFT ALLOWABLE IS 267 LBS. PER FASTENER INCLUDING 1/3
INCREASE. (PULLOVER FOR #12 FASTENER WITH 1/2" DIA. WASHER.)







